To outside Tace

1

of bar, typ.

4

ma(E)— \/
AR

£nd of beams

Tightly fasten #8 bars

\

* B m of \/ \% _/
- otto of beam \ Gs

ELEVATION OF BEAM AT PIER

together with No. 9 wire ties

N ¢ Beam
©

- ¢ Pler
J
¢ Pier
me(E)
: Eemmry )
A /o \
io . \’_ﬁ \ N
. == \\
Ce— G5
6 le

PLAN OF BEAM AT PIER

€ 1" ¢ holes for

27 Jspa. @| 2

3,7 ¢ threaded rods

’

v
|

TOP PLATE

™ End of
beam

3/2// 67 3/‘2// I\CDF

L—Q Beam

End of beam

DESIGNED SCD

CHECKED DRB

DRAWN THW

1C

CHECKED SCD

consultants

PI-4-36D

10-1-08

¢ Tapped holes for

27 3 s5pg. @

37 = 97

%" ¢ threadsd rods
T

Zz

-

|
.

735 s

|

’

l—‘g@ Beam

1-6"

3

7357

p-2h

BOTTOM PLATE

For bearing details for pintle hole
locations see sheef 22 of 33.

IE CONSULTANTS, INC

6420 SOUTH SIXTH STREET
SPRINGFIELD, ILLINOIS 62712
TEL. {217) 629-8027

FAX (217) 529-4543
WWW.IE~CONSULTANTS.COM

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

37 Radius
/—7—1’4” ¢ Conduit

10

L |( /—Top of Beam

.

3- 574

{ -
Kean or| | Fan ot i2—
67 ore 157 ofs

LIFTING LOOP DETAIL

oversized holes.

All holes shall be B ““p unless otherwise noted.

9 x 37 x 3 plate washers are required over all
slotted holes.

All bolts shall be galvanized according to AASHTO M23Z2.

Bracing shall be installed as beams are erected and
tightened as soon as possible during erection.

Permanent bracing shall not be paid for separately
but shall be included in the cost of Furnishing and
Erecting Precast Prestressed Concrefe [-Beams.

PERMANENT BRACING DETAILS FOR

/
/

/ equivalent Bent I, typ.

Bg 2 x 173" vertical
slotted holes in angle or

17

Bg 7 x 179" horizontal slofted

270 ksl strands

NOTES

Inserts for 337" ¢ threaded dowel rods, when specified, are to be two strut,

ferrule fype for interior beams and single ferrule, flared loop type for exterior beams.
Prestressing steel shall be uncoated high strength, low refaxation 7-wire strand,
Grade 270. The nominal diameter shall be '»”" and the nominal cross-sectional area

shall be 0.153 sq. in.

Reinforcement bars shall conform to ASTM A 706, Grade 60. (See Special Provisions).
A minimum 2% ¢ lifting pin shall be used to engage the lifting loops during handling.
Tilt Gs bars when necessary to maintain 1%’ clearance.

The top and bottom plates shall be AASHTO M270 Grade 50.

The bottom plates and studs shall be galvanized according to AASHTO MILL
Threaded rods shall be ASTM F 1554 Grade 55.
The Gg bar assembly shall have the threaded ends oversized to ensure no reduction

in cross sectional area dfter threading. The coupler splice shall be capable of developing

125 percent of the yield strength of the reinforcemeni bar.

#8-90° hook bar.

#8-bar. Threaded

/ one end

Threaded one end

v

Coupler splice.

Threaded end to end.
5. 30
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Gs BAR ASSEMBLY

Outside
R =27

3,79 A307 Bolts with lock nuts., 1yp.

be tightened to snug tight only.

holes in channel, typ.

Bolts through the concrete web shall

%0 H.S.
Bolt, typ.

|
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6 x 6 x %5’ or equivalent
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Bent £ *#1-3" long typ.

Exterior Beam

All material for bracing shall be hot dip galvanized
according to AASHTO MIi1 unless oftherwise noted.
Two hardened washers are required for each sef of

* 1”7 1.D. formed hole with

PVC pipe cast at right
angles to web, typ.

* Fabricator shall locate to miss strands
within permissible tolerances.

** Affernate C12x30 channels are permilied

36" PPC I-BEAMS

to facilitate material acquisition.

BILL OF MATERIAL

Item Unit Tolal
Furnishing and Erecting Frecast
Prestressed Concrete F1. 680.50
[-Beams, 36"

36" P.P.C. I-BEAM DETAILS
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